
FIXwinder Model/Type: FIXwinder 1.0

Desktop 3D printer filament winding machine

info@fixstruder.eu

INSTRUCTION MANUAL

(translation of the original instructions)

SAFETY WARNINGS AND SAFETY INSTRUCTIONS

● work in a ventilated area
● install smoke and carbon monoxide sensors
● learn the basics of working with the materials that you recycle

OPERATING INSTRUCTIONS

1. Place the winder and the extruder in the default position on the table at a distance of
about 30-40 cm. and put a sensor on the floor between them approximately in the middle
(see photo 1).
2. Wait until about 0.5-1 meter of filament comes out of the extruder.
3. Insert the tip of the rod into the inlet of the teflon tube (see photo 2).
4. Wait until the filament reaches the gap in the sensor and then fix the loop travel limiters
on the left and right (see photo 3).
5. Fix the tip of the filament on the bobbin.
6. Adjust the temperature, loop length and winding speed to adjust the diameter of the rod.

*  Filament guide is not included. You can download STL file on our site
https://www.fixstruder.eu/product/fixwinder/
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SPECIFICATIONS

1. Winding machine dimensions 28*16*20 cm
2. Sensor dimensions 9*12*18 cm
3. Maximum peak power consumption 24W
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